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3. GALVANISED VESSELS

GALVANISED VESSELS

GALVANISED VESSELS FOR FILTRATION AND SOFTENING

Reference Code Description €

1. Galvanised Vessels side-mounted: 6kg/cm? - 9kg/cm?

0105028321 EM-38-TOP Galvanised Vessel 200 L
0105026159 EM-50-TOP Galvanised Vessel 320 L
0105026160 EM-65-TOP Galvanised Vessel 520 L
0105026161 EM-70-TOP Galvanised Vessel 760 L
0105028322 EM-80-TOP Galvanised Vessel 975 L

2. Galvanised Vessels top-mounted

0105018324 EM-38-SIDE Galvanised Vessel 200 L
0105018325 EM-50-SIDE Galvanised Vessel 320 L
0105018326 EM-65-SIDE Galvanised Vessel 520 L
0105016162 EM-75-SIDE Galvanised Vessel 760 L
0105016163 EM-80-SIDE Galvanised Vessel 975 L
0105016164 EM-90-SIDE Galvanised Vessel 1300 L
0105018327 EM-100-SIDE Galvanised Vessel 1650 L
0105018328 EM-110-SIDE Galvanised Vessel 2000 L
0105018329 EM-125-SIDE Galvanised Vessel 2775 L
0105018330 EM-140-SIDE Galvanised Vessel 3400 L
0105018331 EM-150-SIDE Galvanised Vessel 3950 L
0105018332 EM-160-SIDE Galvanised Vessel 4240 L
ATTENTION!

IT IS NECESSARY TO TIGHTEN THE AUTOCLAVE AFTER 2 WEEKS OF SERVICE IN ORDER TO AVOID LEAKS!

DISTRIBUTION SYSTEMS FOR GALVANISED VESSELS — MOUNTED

Type Vessel Distribution systems €
EM-38-SIDE
EM-38-UPC elbow
EM-38-UP elbow with central distribution systems
EM-38-LW Central distribution systems
EM-50-SIDE
0
[
E EM-50-UPC elbow
5 EM-50-UP elbow with central distribution systems
o
g EM-50-LW5 Central distribution systems 5 laterals
(8]
EM-50-LW6 Central distribution systems 6 laterals
EM-65-SIDE
EM-65-UPC elbow
EM-65-UP elbow with central distribution systems
EM-65-LW5 Central distribution systems 5 laterals

EM-65-LW6 Central distribution systems 6 laterals
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Type Vessel Distribution systems €
EM-75-SIDE
EM-75-UPC elbow
EM-75-UP elbow with central distribution systems
EM-75-LW5 Central distribution systems 5 laterals
EM-75-LW6 Central distribution systems 6 laterals
EM-80-SIDE
EM-80-UPC elbow
EM-80-UP elbow with central distribution systems 5 laterals
EM-80-LW5 Central distribution systems 5 laterals
EM-80-LW6 Central distribution systems 6 laterals
EM-80-LW8 Central distribution systems 8 laterals
EM-80-LW16 Central distribution systems 16 laterals
EM-90-SIDE
EM-90-UPC elbow
EM-90-UP elbow with central distribution systems 5 laterals
EM-90-UP8 Central distribution systems 8 laterals
EM-90-LW6 Central distribution systems 6 laterals
EM-90-LW8 Central distribution systems 8 laterals
EM-90-LW16 Central distribution systems 16 laterals
EM-100-SIDE
EM-100-UPC elbow
EM-100-UP elbow with central distribution systems 5 laterals
EM-100-UP8 Central distribution systems 8 laterals
EM-100-LW6 Central distribution systems 6 laterals
EM-100-LW8 Central distribution systems 8 laterals
EM-100-LW16 Central distribution systems 16 laterals
EM-110-SIDE
EM-110-UPC elbow
EM-110-UP8 elbow with distributor 8 laterals
EM-110-UP16 elbow with distributor 16 laterals
EM-110-LW8 Central distribution systems 8 laterals
EM-110-LW16 Central distribution systems 16 laterals
EM-125-SIDE
EM-125-UPC elbow g
EM-125-UP8 elbow with distributor 8 laterals %
EM-125-UP16 elbow with distributor 16 laterals g
EM-125-LW8 Central distribution systems 8 laterals 8
EM-125-LW16 Central distribution systems 16 laterals
EM-140/150/160/180-SIDE On demand, according to specifications
Epoxy steel vessels or vessels with platform On demand
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